
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595     01/02
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	product name: Dynaflex 3003W Sign Stand (DF3003W)
	product category: Traffic Control\Sign Stands
	product rep: Pacific Safety Supply, Inc.                {Michael Burke}1845 Anunsen St. NESalem, OR 97303
	rep phone #: 503-364-5641
	rep fax #: 503-364-0340
	mfg name: Dicke Tool Company1201 Warren AvenueDowners Grove, IL  60515
	mfg phone #: 630-969-0050
	mfg fax #: 630-969-3973
	product description: Dynaflex 3003W is a compact fold-up dual-torsion steel coil spring sign stand.  This horizontal spring system has a lower center of gravity for  increased stability.  A dual-torsion spring design places less wear and tear on the spring system.  It has a universal "screwlock" panel holder.  Screwlock holder securely holds panel, via vertical fiberglass rib, to the base.  Holds any manufacturer's roll-up sign that uses vertical ribs.  Double riveted rubber leg end-caps specially molded and designed for longevity. 
	product useage: Advanced warning device for motorists entering CDOT work zones.
	cdot benefits: Holds any manufacturer's roll-up signs that uses a vertical fiberglass rib.  Stand is lightweight due to the aluminum legs.  Sign stand is stable in high wind situations due to the use of 30" legs that telescope out to 51" for a larger footprint.  Dual-torsion steel coil springs make the sign stand ideal in high wind work zones.  Faster deployment and tear down to reduce exposure time to oncoming motorists,  this is facilitated by its light weight aluminum design as well as the special "kick release" levers on the legs.
	spec cdot: Off
	spec cdot text: 
	spec astm: Off
	spec astm text: 
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Yes
	spec other text: MUTCD, 2001, 6F
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Yes
	test fhwa other text: NCHRP 350 Acceptance Letter, 7/20/00, Refer. No. HMHS/WZ-17
	test other: Yes
	test other text: Midwest Roadside Safety Facility, University of Nebraska - Lincoln, 12/7/98, Report No. TRP-03-79-98
	stat dot app: 
	eval procedure: 
	sample sub: 2
	msds: 3
	notes comments: Sample can be submitted upon request.
	mfg wed site: www.dicketool.com
	MailPDF: 
	ref #: 2036-02


